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Installation of Sangoma A101/A102/A104/A108/A200 card on Windows 2000/XP/2003. 
 
============================================================== 
 
STEP 1 – Installing the card by following the instructions here    
http://wiki.sangoma.com/windowsdriver 
 
STEP 2 – Check the basic configuration and debugging here    
http://wiki.sangoma.com/windowsoperation 
 
STEP 3 – Check API/LibSangoma section here    
http://wiki.sangoma.com/apilibsangoma 
 
STEP 4 – Configuring the card in API mode  
After the correct installation, you are supposed to see a similar picture as follows: 

 
 
Example 1 – A200d in API 
1). Open the properties of "Sangoma Hardware Abstraction Driver (A200 Analog)" on A200d. 
 
 



 
 
2). Switch to "A200 (Analog) Modules" option. 
 

 



3). Click “Miscellaneous Interface Options” 
 
 

 
 
 
4). In this example, we will use TDM VOICE API as operational mode and you could leave the rest 
parameters as default. 
 
5). Restart the device after the configuration was changed. 

 
 
STEP 5 – API sample testing 
 
1.) Change the directory to <AFT_ROOT>\api\sample, open file sample.c and comment out the printing 
line in the following picture for testing purpose. 
 



 
 
2). Recompile the whole project and change the directory to <AFT_ROOT>\api\sample\Release and run 
“Sample.exe wanpipe6_if0”. You should see the full manual for this command. 
 

  



3). For “ONHOOK” event testing as an example. Press “n” first then “e” 

 
 
 4). Pick up the handset, and then hang up. 

 
 
5). For “DTMF” event testing as an example. First of all, you need to load Octasic echo canceller chip by 
following the steps here http://wiki.sangoma.com/windowsoperation#winechocanceller 
 
6). Enable “DTMF” event by pressing “o”, then “e” in the following picture. Dial a number(118) and you 
should see the printed output.  
 
 
 
 
 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 


